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Professional Dyneema® cutting blade designed for smooth, fast and controlled cutting of Dyneema®, 
UHMWPE and other high-strength synthetic materials. The precision-engineered scalloped and  
micro-serrated tooth profile helps reduce fiber movement while delivering a clean, consistent cut.

Suitable for a wide range of cutting equipment, from handheld saws to specialist subsea and rig-mounted 
systems. Available in diameters from 200mmØ to 1200mmØ, with custom bore sizes available on request.
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SPECIFICATION DETAILS
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Product Description

Application

Professional-grade blade designed specifically for cutting Dyneema®, 
UHMWPE and other high-strength synthetic materials.

Ideal for the clean and efficient cutting of Dyneema®, Spectra®, 
UHMWPE rope, webbing, fiber-reinforced sheet materials and 
technical textiles.

200Ø 1200Ø

AVAILABLE SI ZE S; 
200MMØ – 1 200MMØ

Blade Type Precision-ground scalloped and micro-serrated cutting edge 
designed to reduce fiber slip and deliver a cleaner, more controlled 
cut.

Material Suitability Suitable for Dyneema®, UHMWPE, HMPE, Spectra®, synthetic ropes, 
technical fabrics and reinforced fiber-based materials.

Bore Size 32mm bore as standard. Custom bore sizes available on request.

Diameter Range Available in diameters from 200mmØ to 1200mmØ.

Machine  
Compatibility 

Suitable for use with fixed, handheld and bench-mounted cutting 
equipment, subject to correct guarding procedures and machine 
RPM requirements.


